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CX8 – ProExtreme  
Roller for Demanding High-Viscosity Coatings 
 
Product description 
The CX8 – ProExtreme is a premium polyamide roller engineered for the application of demanding 
high-viscosity coatings with minimal fibre shedding. The roller is designed to deliver an even, high film 
thickness, the CX8 fibres provides a firm feel, ensuring consistent results. The roller is manufactured 
exclusively with virgin polymer fibres, to ensure excellent solvent resistance and durability. The fibre 
composition and design make the roller ideal for fast loading of high-viscosity coatings 
 

Technical Features 
• Cleaning– No cleaning or taping required ready to use straight out of the pack. 
• Paint loading – quick roller loading for a faster start. 
• Pick-up capacity – high density fabric ensures high capacity and spreading rate. 
• High Dry Film Thickness (DFT) – enables superior film thickness in fewer passes. 
• Thermally bonded polymer fibres – enhances durability and resistance to strong solvents. 

Recommended Use 
High-viscosity coatings, two-component coatings, demanding industrial applications, such as Epoxy, Epoxy 
PFP 
 

Typical WFT thickness  
Primers and midcoats: 150 - 300 microns, depending on coating material.  
 

Works well with coatings such as 
Jotamastic 90, Jotamastic Smart Pack, Marathon 550, Marathon 1000,  
Interzone 954, Interzone 1000, Sigmashield 880, Hempadur 45540, ‘ 
Carbomastic 18 
 

Size  Product nr 
5 cm  800005 
10 cm   800010 
18 cm   800018 
25 cm  800025  
 
 


